
The Mink web spreader roller  BSW163 has a total diameter of 163 mm (side caps diameter 170 mm).
 Please specify your roller requirements and operating conditions below.

Roller length:	 	 mm (preferably divisble by 50)
Overall length:	 	 mm
Max roller Length + (2x150) mm
Shaft end diameter and 	
Internal thread: 	 Ø 50h9            M16x35 mm            No thread
Conductive version: 	 Yes	 No 

From:

Company:
Contact Person:
Phone/ Fax:
E-Mail:

For machine type:	 	

Roller specifications:

Operating conditions:
Weight of the paper:	 	  g/sqm
Number of plies:	 	  n.
Web speed:	 	  m/min
Wrap angle: 	 	  °
Web tension:	 	  N
Web width:	 min.                      max.



El rodillo desplegador Mink BSW163 tiene un diámetro total de 163 mm (diámetro tapas laterales 170 mm).
Especifique los requisitos del rodillo desplegador y las condiciones de funcionamiento a continuación

Longitud del cilindro:	 	 mm (preferiblemente divisible por 50)
Longitud total:	 	 mm
Long. de cilindro máx. + (2x150) mm
Diámetro del eje y	
rosca metrica interna: 	 Ø 50h9            M16x35 mm            sin rosca
Versión conductiva: 	 si	 no 

Remitente:

Empresa:
Persona de contacto:
Tel.: / Fax:
E-mail:

Tipo de máquina:	 	

Especificaciones del rodillo:

Condiciones de trabajo:
Densidad del papel:	 	  g/m²
Número de pliegues:	 	  n.
Velocidad de banda:	 	  m/min
Angulo de abrazamiento:	 	  °
Tensión de la banda:	 	  N
Ancho de la banda:	 min.                      max.

Longitud total

Longitud del cilindro

Mantener la longitud del cilindro divisible entre 50 mm 
max. 3.200 mm (recomendación)
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