
Black or black and white Polyamide bristles for anti-static configuration

Technical Information

Ref. Description BSW134 
BSW134AL – conducitve

BSW163 
BSW163 AL – conductive

BSW194 
BSW194AL – conductive

A Total diameter (Dest. 
Setola) 

134 mm / (5,27“) 163 mm / (6,43“) 194 mm / (7,64“)

B Roller length (Lung-
hezza Rullo) - if 
possible multiple of 
50 mm / (1,97“)

1500-2700 mm 
/ (59,06-106,30“)

2500-3200 mm 
/ (98,43-125,98“)

2800-3400 mm 
/ (110,24-133,86“)

C Overall length 
(Lunghezza Totale) – 
any length possible 
according to the limit

Overall length + Max 
(150x2) mm / (59,06x2“)

Overall length + Max 
(150x2) mm / (59,06x2“)

Overall length + Max 
(150x2) mm / (59,06x2“)

D Side caps diameter 
(Diam. flange)

140 mm / (5,51“) 170 mm / (6,69“) 200 mm / (7,87“)

E Shaft diameter (Dal-
bero)

(25) 35 mm / ((0,98“) 
1,38“)

50 (40) / (1,97“ (1,57“)) 50 (40) / (1,97“ (1,57“))

F Internal thread (Filet-
tatura in testa)

M12 x 25 / M16 x 35
/ (M12x0,98“ / M16x1,38“)

M16 x 35 
/ (M12x0,98“ / M16x1,38“)

M16 x 35
/ (M12x0,98“ / M16x1,38“)

Constructive details
2 ball bearings each side

1 oscillating bearing each 
side

1 oscillating bearing each 
side


