
Max working speed

Roller length  
[mm] / ([„])

BSW134    BSW134AL  
[m/min] / ([ft/min)

BSW163    BSW163AL  
[m/min] / ([ft/min)

BSW194    BSW194AL  
[m/min] / ([ft/min)

1500 / (59,06“) 1000 / (3280)

1600 / (62,99“) 1000 / (3280)

1700 / (66,92“) 1000 / (3280)

1800 / (70,87“) 1000 / (3280)

1900 / (74,80“) 1000 / (3280)

2000 / (78,74“) 1000 / (3280)

2100 / (82,68“) 1000 / (3280)

2200 / (86.61“) 1000 / (3280)

2300 / (90,55“) 960 / (3150)

2400 / (94,49“) 880 / (2887)

2500 / (98,43“) 800 / (2624) 900 / (2952)

2600 / (102,36“) 730 / (2395) 840 / (2756)

2700 / (106,30“) 670 / (2198) 780 / (2559)

2800 / (110,24“) 720 / (2362) 1000 / (3280)

2900 / (114,17“) 670 / (2198) 930 / (3051)

3000 / (118,11“) 630 / (2067) 870 / (2854)

3100 / (122,05“) 590 / (1936) 820 / (2690)

3200 / (125,98“) 550 / (1804) 770 / (2526)

3300 / (129,92“) 720 / (2362)

3400 / (133,86“) 680 / (2230)

* For speed >350 m/min (1148 ft/min) dynamic balancing is required


